
Lighting brilliance since 1878

Crompton Lamps Limited registered in England and Wales No. 05590551 
Registered office and correspondence address: Unit 2, Marrtree Business Park, Bowling Back Lane, Bradford BD4 8QE

Tel: +44 (0)1274 657 088  Fax: +44 (0)1274 657 087  Email: sales@cromptonlamps.com  Web: www.cromptonlamps.com
All images and specifications are for illustration purposes only and are subject to change without notice. 

E. & O. E. © Crompton Lamps Limited 2019
Last Modified: 10010019

BC-B22d Cap SES-E14 Cap

Dia

H

Energy saving LED SMART candle lamp. 
Lightweight thermal plastic heat dissipating body 
and opal lens. Connects to your home network 
and control via your smart device or home hub.

•  Connects wirelessly with your home network, 
no bridge device required

•  Home hub compatible*1

•  Smart device compatible, Tuya Smart app 
required*2 

•  Closely resembles the look and feel of 
traditional candle lamp

•  Colour changing RGB with 3000K warm white 
or standard 3000K warm white options

•  470lm total lumens
•  Dimmable*3 - Via App or home hub
•  15,000 hours average rated life
•  10,000 switching cycles
•  BC-B22d or SES-E14 caps
• Opal finish
•  Instant full light
•  Recommended for indoor use

LED SMART Candle
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Dia H
Single Carton
12349 5 240 BC-B22d Warm White 3000 470 40 37 108 1
12356 5 240 SES-E14 Warm White 3000 470 40 37 108 1
12363 5 240 BC-B22d RGB+ Warm White RGB+ 3000 470 40 39 114 1
12370 5 240 SES-E14 RGB+ Warm White RGB+ 3000 470 40 39 114 1

*1  works with most home hubs, requires Tuya protocol see website for details.
*2  Android or Apple smart device required for setup using the Tuya app.
*3  Dimmable via App or home hub, not compatible with a physical dimmer switch.
WiFi 2.4 GHz 802.11b0g0n
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