
Code Product Name Watts Colour Total 
Lumens

Beam 
Angle Width Height Length MOQ

Standard -Single Carton
14251 4ft Batten 20 3000K/4000K/5700K 2000lm 120º 80mm 72mm 1200mm 1
14275 5ft Batten 30 3000K/4000K/5700K 3000lm 120º 80mm 72mm 1500mm 1

Emergency - Single Carton
14268 4ft Batten with 3-Hour Emergency 20 3000K/4000K/5700K 2000lm 120º 80mm 72mm 1200mm 1
14282 5ft Batten with 3-Hour Emergency 30 3000K/4000K/5700K 3000lm 120º 80mm 72mm 1500mm 1

High Output - Single Carton
14299 High Output (HO) 4ft Batten 40 3000K/4000K/5700K 4000lm 120º 105mm 87mm 1200mm 1
14312 High Output (HO) 5ft Batten 60 3000K/4000K/5700K 6000lm 120º 105mm 87mm 1500mm 1
14336 High Output (HO) 6ft Batten 80 3000K/4000K/5700K 8000lm 120º 105mm 87mm 1800mm 1

Emergency High Output - Single Carton
14305 HO 4ft Batten with 3-Hour Emergency 40 3000K/4000K/5700K 4000lm 120º 105mm 87mm 1200mm 1
14329 HO 5ft Batten with 3-Hour Emergency 60 3000K/4000K/5700K 6000lm 120º 105mm 87mm 1500mm 1
14343 HO 6ft Batten with 3-Hour Emergency 80 3000K/4000K/5700K 8000lm 120º 105mm 87mm 1800mm 1

Suitable for 
Outdoor Use

  IP65 rated for wet weather outdoor use

  Suitable for conduit, surface, or suspension mounting

  Loop-in/Loop-out terminal blocks for continuous fitting-to-fitting live feed

  3 hour emergency function*

  Microwave sensor with variable detection range, hold time and lux sensors**

  Ideal for use in industrial, garage, workshop and food preparation applications

  Constructed from IK08 impact rated, moisture and acid resistant ABS body with Polycarbonate diffuser

We have valued our reputation since 1878, why risk yours with anyone else?
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Lighting brilliance since 1878
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EmergencyIP Rating

IP65
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  3000K/4000K/5700K Tri-Colour Select
  Loop-through continuous live feed
  IP65 rated
  IK08 impact rating
  120° beam angle
  Tooless Internal terminal block
  50,000 hour life, 100,000 switching cycles
  5 year warranty (3 Year Battery Warranty)

Emergency Versions
Discharge ≥ 3 Hours
24 hour Charge Time

LED Charge Indicator
Self Test Function
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