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ES-E27 Cap SES-E14 CapBC-B22d Cap

LED reflector replacement lamps shaped 
and sized similar to R39, R50, R63 or R80 
reflector lamps. Lightweight thermal 
plastic heat dissipating body and 
opal lens. True retrofit replacement for 
incandescent lamps.

•  Exact equivalent brightness for regular 
incandescent reflector lamps

•  20,000 hour life
•  10,000 switching cycles
•  2700K warm white
•  Colour rendering index Ra≥80
•  BS-B22d, SES-E14 or  ES-E27 cap
•  Opal finish
•  Not suitable for dimming
•  Recommended for indoor use only

LED Reflector Thermal Plastic
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Dia H
R39 - Single Carton
6638 3.5 240 SES-E14 Warm White 2700 170 240 30 120° 39 68 10
R50 - Single Carton
6645 4.5 240 SES-E14 Warm White 2700 190 260 40 120° 50 86 10
R63 - Single Carton
7307 6 240 BC-B22d Warm White 2700 370 470 60 100° 63 97 10
12721 8 240 ES-E27 Warm White 2700 450 600 85 110° 63 100 10
R80 - Single Carton
6669 9.5 240 ES-E27 Warm White 2700 620 780 100 100° 80 114 10


