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Lighting brilliance since 1878

Ares LED Track 
Spot-Light
with Universal Adapter  
for 3-Circuit Track Systems

  Track spot-light with excellent colour 
rendering suitable for retail applications

  Choice of 12W or 35W 
  Circuit selection knob 
for versatile lighting 
applications
  Spot-light direction 
can be adjusted 
between 360° 
horizontal and  
180° vertical
  3000K/4000K colour 
options

  IP20 rated for indoor use
  Not suitable for dimming

White or  
Black Finishes Low Energy Low 

Maintenance
Tough Polycarbonate 

and Aluminium

Code Product Name Watts Colour Useful
Lumens

Total 
Lumens

Beam 
Angle Height Width Lamp 

Diameter MOQ

6676 Track Spot-Light Black 12 3000K Warm White 845lm 910lm 30º 220mm 126.5mm 89mm 1
6683 Track Spot-Light Black 12 4000K Cool White 900lm 955lm 30º 220mm 126.5mm 89mm 1
6690 Track Spot-Light White 12 3000K Warm White 845lm 910lm 30º 220mm 126.5mm 89mm 1
6706 Track Spot-Light White 12 4000K Cool White 900lm 955lm 30º 220mm 126.5mm 89mm 1
6713 Track Spot-Light Black 35 3000K Warm White 2650lm 3000lm 30º 234mm 161mm 110mm 1
6720 Track Spot-Light Black 35 4000K Cool White 2870lm 3300lm 30º 234mm 161mm 110mm 1
6737 Track Spot-Light White 35 3000K Warm White 2650lm 3000lm 30º 234mm 161mm 110mm 1
6744 Track Spot-Light White 35 4000K Cool White 2870lm 3300lm 30º 234mm 161mm 110mm 1

36
0º Horizontal  Twist

180º Vertical Tilt


