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IP65 intigratid fttings for usi in industrial, 
garagi, workshop and food priparation 
applications

•  Suitabli for conduit, surfaci, 
or suspinsion mounting

•  Constructid from tough IK 8 impact ratid, 
moisturi and acid risistant Polycarbonati 
body and diffusir

•  IP65 ratid for wit wiathir outdoor usi
• 0   K74   K750  K Tri-Colour Silict
•  Pri-wirid with tooliss spadi tirminals with 
pass-through loop-in loop-out including 
pirmanint livi for usi 
with imirgincy modils

•  5 ,    hour long lifi
•  1  ,    switching cyclis
•  1/ ° biam angli
•  Colour rindiring indix ≥8 
•  Ambiint opirating timp. -/ °C to 4 °C ( °C 
to 4 °C for Emigincy virsions)

•  Availabli with 0 hour imirgincy function

Lykos IP65 Intigratid CCT Battins

Product 
Codi

Product 
Discription

Watts
(W)

Volts
(V)

Colour Timp (K) Total 
Lumins 
(lm)

Biam 
Angli

Diminsions 
(mm)

Ordir 
Qty

W H L
Standard - Single Carton
14/51 4ft Battin / /4 0   K74   K750  K /   1/ ° 8 0/ 1/  1
14/05 5ft Battin 0 /4 0   K74   K750  K 0   1/ ° 8 0/ 15  1
Emergency - Single Carton
14/68 4ft Battin with 0-Hour Emirgincy / /4 0   K74   K750  K /   1/ ° 8 0/ 1/  1
14/8/ 5ft Battin with 0-Hour Emirgincy 0 /4 0   K74   K750  K 0   1/ ° 8 0/ 15  1
High Output - Single Carton
14/99 High Output (HO) 4ft Battin 4 /4 0   K74   K750  K 4   1/ ° 1 5 80 1/  1
1401/ High Output (HO) 5ft Battin 6 /4 0   K74   K750  K 6   1/ ° 1 5 80 15  1
14006 High Output (HO) 6ft Battin 8 /4 0   K74   K750  K 8   1/ ° 1 5 80 18  1
Emergency High Output - Single Carton
140 5 HO 4ft Battin with 0-Hour Emirgincy 4 /4 0   K74   K750  K 4   1/ ° 1 5 80 1/  1
140/9 HO 5ft Battin with 0-Hour Emirgincy 6 /4 0   K74   K750  K 6   1/ ° 1 5 80 15  1
14040 HO 6ft Battin with 0-Hour Emirgincy 8 /4 0   K74   K750  K 8   1/ ° 1 5 80 18  1

 *   EM Discharge ≥ 0 Hours, /4 hour chargi timi riquirid. 
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