
Hours Average 
 Rated Life

25,000
Mercury Free No PhosphorsNon-Dimmable

Maintenance 
Free

Switching 
Cycles

50,000
IP Rating

IP65

Lighting brilliance since 1878

Crompton Lamps Limited registered in England and Wales No. 05590551 
Registered office and correspondence address: Unit 2, Marrtree Business Park, Bowling Back Lane, Bradford BD4 8QE

Tel: +44 (0)1274 657 088  Fax: +44 (0)1274 657 087  Email: sales@cromptonlamps.com  Web: www.cromptonlamps.com

 
All images and specifications are for illustration purposes only and are subject to change without notice.  E. & O. E. © Crompton Lamps Limited 2017.

  25,000 hour life
  50,000 switching cycles
  Internally applied fade resistant colours
  IP65 rated, can be used in a suitable IP65 socket
  Five vibrant colours, amber, blue, green, white red and yellow
  Not suitable for dimming

1.3W LED Coloured Sign
Fade resistant vibrant colour

Code Product Name Watts Colour Cap Diameter Height Energy Rating MOQ
9066 LED Coloured Sign - Amber 1.3W Amber SES-E14 25mm 60mm 1
9073 LED Coloured Sign - Blue 1.3W Blue SES-E14 25mm 60mm 1
9080 LED Coloured Sign - Green 1.3W Green SES-E14 25mm 60mm 1
10482 LED Coloured Sign - White 1.3W White SES-E14 25mm 60mm 1
9097 LED Coloured Sign - Red 1.3W Red SES-E14 25mm 60mm 1
9103 LED Coloured Sign - Yellow 1.3W Yellow SES-E14 25mm 60mm 1
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