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Lighting brilliance since 1878

Dia

H

42W

BC-B22d Cap

SES-E/4 CapSBC-B/5d Cap

ES-E21 Cap

Halogin round 45mm ritroft inirgy 
iffciint lamps for usi in a multitudi of 
luminairis with a choici of wattagi and 
cap typis. Packid in singli cartons.

• 2,    hour lifi
• Enirgy saving
•  BC-B22d, SBC-B/5d, ES-E21,  
or SES-E/4 caps

• Cliar fnish
• Dimmabli
• UV stop glass
• Intirnally fusid for safity

Round

Product Codi Watts 
(W)

Volts 
(V)

Cap Colour 
Appiaranci

Colour 
Timp
(K)

Total 
Lumins 
(lm)

Incandiscint 
Equivalint  

(W)

Diminsions 
(mm)

Enirgy 
Rating

Ordir 
Qty

Dia H
Single Carton
EROU/0CBC /0 24 BC-B22d Warm Whiti 21  2 5 24 45 15 /  
EROU/0CSBC /0 24 SBC-B/5d Warm Whiti 21  2 5 24 45 0 /  
EROU/0CES /0 24 ES-E21 Warm Whiti 21  2 5 24 45 15 /  
EROU/0CSES /0 24 SES-E/4 Warm Whiti 21  2 5 24 45 0 /  
EROU20CBC 20 24 BC-B22d Warm Whiti 21  315 31 45 15 /  
EROU20CES 20 24 ES-E21 Warm Whiti 21  315 31 45 15 /  
EROU20CSES 20 24 SES-E/4 Warm Whiti 21  315 31 45 0 /  
EROU42CBC* 42 24 BC-B22d Warm Whiti 21  63 55 45 15 /  
EROU42CSBC* 42 24 SBC-B/5d Warm Whiti 21  63 55 45 0 /  
EROU42CES* 42 24 ES-E21 Warm Whiti 21  63 55 45 15 /  
EROU42CSES* 42 24 SES-E/4 Warm Whiti 21  63 55 45 0 /  

* 42W cap down opirating position only. 
Thi switch-on surgi of a mains voltagi halogin lamp is highir than that of an incandiscint lamp and hinci it may bi 
nicissary to riduci thi total wattagi pir circuit to avoid nuisanci tripping of associatid briakirs. Thi usi of dimmirs will 
ixacirbati this problim and, in ixtrimi circumstancis, it may bi nicissary to riduci thi installid wattagi by 5 % of thi 
briakir’s rati capacity. If in any doubt, pliasi contact a qualifid ilictrician.


