
Dual Wattage IP65 Round Bulkhead 
PHOEBE LED MELANA ROUND BULKHEAD

Available in Standard, Microwave Sensor or 3-Hour Emergency Models

 IP65 rated

 Dual wattage selection - 11W or 15W

 Tri-colour select

 Eyelid and grill covers available



Designed and developed to be versatile and dependable, the Melana is the ideal solution for a wide 
range of outdoor lighting applications where reliability and quality light is required.

Adaptable and Reliable

IP65 Dual Wattage LED
Round Bulkhead

The Melana is a quality and dependable IP65 
rated Bulkhead that features dual wattage and 
loop-in/loop-out fast install connector.

Available in standard, microwave sensor and 
3-hour emergency models, the Melana Bulkhead 
range provides a variety of options all of which 
emit flicker-free light.

The dual wattage allows stockists, contractors 
and tradesman to cut-down on stockholding 
making the Melana an ideal choice.
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 11W or 15W dual wattage selection
 IP65 rated for outdoor use
 3000K/4000K/6500K tri-colour select
 Flicker-free light
 Built-in safety isolating control gear with short 

circuit protection
 Loop-in/Loop-out terminal block
 Side or rear conduit entry compatible with 

68/78mm junction box
 35,000 hour life
 Robust lightweight build with IK10 impact rating
 Tamper resistant anti-vandal security screw
 5 year warranty
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IP65 Rated

The Melana features an IP65 rating and has a 
lightweight but robust polycarbonate build with an 
impressive IK10 impact rating for added durability.

Suitable Lighting Applications Include:-

 Car Parks

 Building Exteriors

 Bathrooms

 Outdoor Stairwells

IK10
Impact Rating
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Tri-Colour Select

All options in the Melana range feature tri-colour select allowing the colour temperature to be 
easily and quickly switched from 3000K warm white, 4000K cool white or 6500K daylight. This 
offers a variety of choice for different lighting schemes and cuts down on stockholding. 

With an approximate 35,000-hour life and high 
efficiency of 80lm/W, the Melana will significantly
cut energy costs and stockholding.

Dual Wattage Selection -11W or 15W

3000K 
Warm White

4000K 
Cool White

6500K 
Daylight

11W11W 
1000 lumens

15W15W 
1500 lumens

£3.86
11W
Annual running cost

£5.51
15W
Annual running cost

Based on annual usage 7hrs/day @ £0.1437kWhr



Microwave Sensor and Emergency Model

Microwave Sensor
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The Microwave Sensor models are the ideal solution for areas that don’t require constant light but 
need to provide high-quality illumination when triggered. The Microwave sensor has a 5-7m range, 
30 second hold time, 140° angle and dims to 10% when there is no detection..

Emergency Model

1
YEAR

Emergency Battery Warranty

The emergency model features integrated 3-hour 
emergency function with a 24hr charge time and 
3-hours running time at reduced light output.
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Grille and Eyelid Cover Options

Flicker-free Light

Fast, Easy and Cost Efficient Installation

Benefits of Loop-in/Loop-out

 Tool-less wiring connector

 Simplifies the installation process

 Reduces time required for installation

The Melana has been developed and designed with easy installation 
in mind and features a fast install loop-in/loop-out terminal block .This 
ensures that the installation process is not only fast but also cost efficient.

-20° to 40°
Ambient Operating Temperature

The Melana emits flicker-free light which helps to 
create a more comfortable lighting environment. This 
helps to eliminate eye-strain, reduce staff illness and 
improves overall light quality.

In high foot traffic settings the optional grill cover provides added 
protection and a decorative finish.

Grill Cover

Eyelid Cover

In settings where light is required to be directed in a particular 
direction the optional eyelid cover is the ideal solution.



IP Rating

IP65
Impact Rating

IK10
Hours Average 

 Rated Life

35,000
Non-Dimmable

Maintenance 
Free

H

Dia

IP65 Dual Wattage Round Bulkhead

Technical Information
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Product 
Code

Watts 
(W)

Volts 
(V)

Product 
Finish

Colour Temp
(K)

Total  
Lumens (lm)

Efficiency 
(lm/W)

Beam 
Angle

Dimensions 
(mm)

Order 
Qty

Dia H
 Standard - Single Carton

14145 11 or 15 240 White 3000/4000/6500K 11W 1000/15W 1500 80lm/W 120° 300 85 1
 Microwave Sensor* - Single Carton

14152 11 or 15 240 White 3000/4000/6500K 11W 1000/15W 1500 80lm/W 120° 300 85 1
 3-Hour Emergency** - Single Carton

14169 11 or 15 240 White 3000/4000/6500K 11W 1000/15W 1500 80lm/W 120° 300 85 1
 Microwave Sensor* and 3-Hour Emergency** - Single Carton

14176 11 or 15 240 White 3000/4000/6500K 11W 1000/15W 1500 80lm/W 120° 300 85 1
 Optional Eyelid Cover - Single Carton

14688 White 300 1
 Optional Grill Cover - Single Carton

14695 White 300 1

* Microwave sensor with variable range, hold time, daylight threshold, stand-by period and stand-by dimming level.
** Charging time 24hrs - Running time 3hrs at reduced output.

 11W or 15W dual wattage selection

 IP65 rated for outdoor use

 3000K/4000K/6500K tri-colour select

 Flicker-free light

 Built-in safety isolating control gear with short 
circuit protection

 Loop-in/Loop-out terminal block

 Side or rear conduit entry compatible with 
68/78mm junction box

 35,000 hour life

 Robust lightweight build with IK10 impact rating

 Tamper resistant anti-vandal security screw

 5 year warranty

1
YEAR

On-Site Warranty 5
YEAR

Manufacturers Warranty 1
YEAR

Emergency Battery Warranty



Same Day DespatchSame Day Despatch

£

Crompton Lamps Limited registered in England and Wales No: 05590551

 Online ordering

 Check stock and prices

 View order history

 Detailed product information

 View our comprehensive range

Visit our website and view our full range of lamps and fittings
Benefits of signing up:

Same DaySame Day
despatch*.

Order MondayMonday  -  FridayFriday 

before 4pm4pm for

The above information does not include weekend delivery. Please contact our customer service team if you require a quotation for Saturday delivery.

£195£195
Minimum order value of £195 

for carriage paid delivery to UK 
mainland destinations.

*95% of orders are delivered the next working day.
Orders under £195 will be subject to a £10.00  

small order charge. 
 

Please contact our customer service team for 
minimum order values and delivery prices to 

non-UK mainland destinations.

Next DayNext Day
All UK mainland orders

will be despatched by our

delivery service*.

For customers requiring guaranteed next working 
day delivery, an extra charge will be applied.

 
Please contact our customer service team for 

guaranteed next day delivery options and prices.

Carriage Paid Price Carriage Paid Price Next Day DeliveryNext Day Delivery
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*We endeavour to despatch all orders received 
Monday - Friday before 4pm the same day.
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