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SENSTIME LUX

Setting controls on 
rear of PIR sensor

Atlas-Mini LED Slim Floodlight

Product Code Watts 
(W)

Volts 
(V)

Colour 
Appearance

Colour 
Temp

(K)

Useful
Lumens 

(lm)

Total  
Lumens 

(lm)

Beam 
Angle

Halogen 
Equiv. 

(W)

Dimensions 
(mm)

Order 
Qty

Single Carton
Black 
Finish

White 
Finish

7581 10314   10 240 Cool White 4000 760 900 110° 70 140 130 30 1
6416 10338 20 240 Cool White 4000 1450 1600 110° 100 201 193 34 1
6430 10352 30 240 Cool White 4000 2200 2400 110° 150 201 193 34 1
6454 10376 50 240 Cool White 4000 3850 4200 110° 200 298 285 40 1
With PIR - Single Carton
Black 
Finish

White 
Finish

7598 10321   10 240 Cool White 4000 760 900 110° 70 140 188 51 1
6423 10345 20 240 Cool White 4000 1450 1600 110° 100 201 229 51 1
6447 10369 30 240 Cool White 4000 2200 2400 110° 150 201 229 51 1
6461 10383 50 240 Cool White 4000 3850 4200 110° 200 298 285 55 1

* Extra core becomes live when PIR activated which allows for 
multiple fittings to be controled by one PIR. (6423 ONLY)
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PIR Motion 
Sensor

Energy efficient integrated LED slim-line 
floodlights with or without PIR sensor.
•  Long life 35,000 hours maintenance free 

operation, 50,000 switching cycles
 •  Fully IP66 rated, including the PIR sensor
•  -20ºC to 40ºC operating temperature
•  4000K cool white colour temperature
•  Colour rendering index Ra≥80
•  Diecast aluminium with black or white 

powder coat finish, stylish thin body design
•  Angled mounting bracket for ease 

of installation without the need to 
dissassemble the fitting

•  Includes 80cm VDE cable
PIR Sensor Models
•  Controls for time, sensitivity and lux levels
•  120º monitoring angle
•  Fitted with 4 Core VDE cable for optional 

control of multiple floodlights*
•  Max detection range selectable from 5-12m
•  Light hold after detection selectable from 

10 seconds to 8 minutes
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