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BC-B22d Cap ES-E27 Cap

Dia

H

Product Code Watts 
(W)

Volts 
(V)

Cap Colour 
Appearance

Colour 
Temp

(K)

Total 
Lumens 

(lm)

Incandescent 
Equivalent  

(W)

Dimensions 
(mm)

Energy 
Rating

Order 
Qty

Dia H
Single Carton
9615 9.5 240 BC-B22d Warm White 2700 806 60 60 110 1
9622 9.5 240 ES-E27 Warm White 2700 806 60 60 110 1

Energy saving LED GLS lamp with dusk 
till dawn sensor which automatically 
illuminates during periods of low light 
and turns off in daylight. The sensor 
(specifically designed to detect ultra 
violet light) is mounted on the internal tray 
within the dome of the lamp. This gives 
the lamp an excellent detection range 
and eliminates positioning issues during 
installation. 
•  Lightweight thermal plastic heat 

dissipating body and opal lens.
•  Exact equivalent brightness for regular 

60W incandescent GLS lamp
•  25,000 hour life
•  12,500 switching cycles
•  2700K warm white
• Colour rendering index Ra≥80 
•  BC-B22d or ES-E27 cap
•  Opal finish
•  Not suitable for dimming
•  For outdoor use only in a suitable IP65 

rated fitting

LED GLS Dusk till Dawn

Automatic 
Low-Light Sensor

Dusk till Dawn


