
Lighting brilliance since 1878

Lightweight 
thermal plastic heat dissipating body

Exact equivalent brightness 
for regular 60W incandescent GLS

Special Purpose
110V

  Exact equivalent brightness 
for 60W incandescent rough 
service GLS lamp

  20,000 hour life

  10,000 switching cycles

  2700K warm white

  Colour rendering index Ra≥80 

  BC-B22d or ES-E27 cap

  Opal finish with site safe yellow 
body

  Not suitable for dimming

  For indoor use only

LED 110V GLS Special Purpose Lamp
LED 110V GLS special purpose lamp for use in industrial applications. 
Lightweight thermal plastic heat dissipating body and opal lens.

110V 

LED GLS

Code Product Name Cap Watts Colour Total 
Lumens

Incan.
Equiv. Dia. Height Energy 

Rating Price

11915 GLS 110V Thermal Plastic BC-B22d 6W 2700K Warm White 806lm 40W 57mm 102mm
7543 GLS 110V Thermal Plastic ES-E27 6W 2700K Warm White 806lm 40W 57mm 102mm

2700K 
Warm 
White Hours Average 

 Rated Life

20,000
Switching 

Cycles

10,000
Non-DimmableSpecial Purpose

110V
Suitable for 

Inspection Lamps
Ambient 

Operating Temp

-20°C 
to 

30°C
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